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	WR_Hersteller1: 
	WR_Hersteller2: Please type in the Inverter manufacturer!
	WR_HerstellerID: 
	WR_Bezeichnung: 
	DC_Nennleistung: 
	DC_MAX_PVLeistung: 
	DC_Nennspannung: 
	DC_MIN_MPP: 
	DC_MAX_MPP: 
	DC_MAX_Spannung: 
	DC_Nennstrom: 
	DC_MAX_Strom: 
	DC_Anzahl_MPP: 
	AC_Nennleistung: 
	AC_MAX_Nennleistung: 
	AC_Nennstrom: 
	AC_MAX_Strom: 
	AC_Leistungsfaktor: 
	AC_Klirrfaktor: 
	AC_Anzahl_Phasen: 
	W_MAX_Wirkungsgrad: 
	W_Eurowirkungsgrad: 
	W_ETA_10: 
	W_ETA_50: 
	W_ETA_100: 
	W_Einspeisung: 
	W_Standby: 
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	S_VON_Umgebungstemperatur: 
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	S_Feuchtigkeit: 
	S_Schutzart: 
	S_Überlasterhalten: 
	S_Höhe: 
	S_Breite: 
	S_Tiefe: 
	S_Gewicht: 
	S_Garantie: 
	SQL_Kasten: WR-Typ hinzufügen:

INSERT INTO `safer_sun`.`T_WR_TYP` (`ID_WR_TYP`, `ID_WR_HERSTELLER`, `WR_Untergruppe_Name`, `WR_BEZEICHNUNG`, `WR_Nennleistung_DC`, `WR_Max_PV_Leistung`,`WR_Nennspannung_DC`, `WR_Max_Spannung_DC`, `WR_Nennstrom_DC`, `WR_Max_Strom_DC`, `WR_OF_Phasenanzahl`, `WR_ETA_SS1`, `WR_ETA_SS2`, `WR_ETA_SS3`, `WR_P_Verhaeltnis_SS1`,`WR_P_Verhaeltnis_SS2`, `WR_P_Verhaeltnis_SS3`, `WR_MPP_Min`, `WR_MPP_Max`, `WR_P_Einspeisen_ab`, `WR_P_Standby`, `WR_P_Nacht`, `WR_Nennleistung_AC`, `WR_Max_Nennleistung_AC`,`WR_Nennstrom_AC`, `WR_Max_Strom_AC`, `WR_Cos_Phi`, `WR_Klirrfaktor`, `WR_Schutzart`, `WR_Hoehe`, `WR_Breite`, `WR_Tiefe`, `WR_Gewicht`, `WR_Umgebungstemperatur`,`WR_Rel_Luftfeuchtigkeit`, `WR_Verhalten_bei_Ueberlast`, `WR_Endkundenpreis`, `WR_Garantiezeit`, `WR_Max_Wirkungsgrad`, `WR_Eurowirkungsgrad`, `ID_WR_SOLEM`,`WR_MULTISTRING`,`WR_STRING_ANZAHL`, `WR_STRING_FAKTOR`, `VERALTET`)
VALUES (NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, '0.1', '0.5', '1.0', NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, NULL, '', NULL, NULL, NULL, '', 'nein', '1', '1', 'nein');
	SQL_Kasten2: 'nein',
	EmailVersenden: 
	Bitte klicken, wenn Anlage (noch) nicht im Portal vorhanden/eingerichtet ist: 
	Passwort: 
	Kontrolle: 0
	FelderCheck: 
	Info: 
	Button_Berechnung_1: 
	Button_Berechnung_2: 
	Button_Berechnung_3: 
	Button_Berechnung_4: 
	Button_Berechnung_5: 
	NeinHersteller: 0
	Bitte klicken, wenn Anlage (noch) nicht im Portal vorhanden/eingerichtet ist: 
	WR_Hersteller_Liste: 72,ABB;
84,Advanced Energy;
82,AEG;
25,Aixcon;
74,Anhui EHE;
41,Antek;
47,AROS;
1,ASP;
52,Atersa;
2,Bahrmann;
97,Bonfiglioli;
3,Borsig Solar;
130,Bosch PowerTec;
65,Carlo Gavazzi;
110,CHINT;
31,Conergy;
71,Converteam;
105,CyberPower;
50,Danfoss;
20,Delta;
49,Diehl AKO;
4,Dorfmüller;
108,Duraluxe;
117,Ecosource;
80,efacec;
96,EFFEKTA;
79,Elettronica Santerno;
76,Eltec Valere;
70,Emerson;
109,Enecsys ;
88,ENERTRON;
127,Enphase;
73,Fimer;
125,FIMER ;
116,Friem;
5,FRONIUS;
6,G&H;
131,Gamesa;
61,Gefran;
38,Grid-Solar;
106,Growatt;
40,Hawi;
62,Helios Systems;
111,Huawei;
54,IBC Solar;
83,IDS Woodwards;
36,IFE;
42,INGETEAM;
104,Involar;
128,Italcoel;
44,Jema;
7,KACO;
103,KLNE;
48,Kostal;
137,KSTAR;
34,Kyocera;
57,LTi;
77,M+W Group;
21,Mastervolt;
63,Mitsubishi Electric;
43,Motech;
92,Nedap;
23,NKF;
45,Oelmaier;
123,Omnik;
107,Omron;
24,Philips;
37,PHOENIXTEC;
8,Phönix;
95,Photowatt;
85,Power Electronics;
28,Power-One;
35,PowerLynx;
89,Protos;
69,Q3 Energieelektronik GmbH & Co. KG;
51,Refu;
46,Riello;
60,Saft Power;
114,Samilpower;
87,Santerno;
32,Sanyo;
66,Satcon;
91,Schneider Electric;
55,Schüco;
124,Siac-Soleil;
9,Siemens AG A&D;
115,Siliken;
10,SMA;
58,Socomec;
11,Solar Fabrik;
121,SOLAR TRADE;
29,Solar World;
138,SolarEdge;
100,SOLARKAUF;
26,Solarstocc;
136,Solectria;
126,Solectria Renewables;
12,Solon;
102,SOLPOWER;
86,Solutronic;
13,Solwex Vertriebs GmbH;
113,Sonnett/Duraluxe;
18,Sputnik Engineering;
33,Steca;
19,SUN POWER;
56,Sun Profi;
68,Sungrow;
14,Sunset;
27,SunTechnics;
15,Sunways;
98,TMEIC;
16,UfE;
119,VACON 8000;
132,Vensys;
81,Voltwerk;
17,Würth Solar;
22,Xantrex;
135,Yaskawa;
101,Zebotec;
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99,Zigor
	InfoButton: Use the buttons below to calculate the respective fields if the actual value is not available.
Please use these alternative calculations only in exceptional cases!
Normally the actual values of the manufacturers are more exactly and preferable. 

for the alternative calculations, particular values of other fields are required. If these fields are empty, they will be color-coded in red.

Nominal Power DC:
----------------------
The laternative calculation divides the AC nominal power by the "Euro Effieciency".

Maximum PV-Power DC:
---------------------------------
The alternative calculations divides the maximum AC nominal power by the "Euro Efficiency".

Nominal Voltage DC:
-----------------------
The alternative calculation calculates the mean value of the MPP voltage range.

Nominal Current DC:
-------------------
The laternative calculation divides the nominal power DC by the nominal voltage DC.

Nominal Current AC:
-------------------
The alternative calculation divides the nominal power AC by the nominal voltage AC.
At three-phase feed-in, the calculated value is also divided by 3.
	WichtigeInfos: Hier kann eine Beschreibung eingefügt werden



